
Machine Capacity设备能力 



Metric公制 

 
(mm) 


 

Centre height over table............................ 850 mm 


 
工作台上中心高
Maximum swing over table (diameter) .... 1375 mm 

 

工作台上最大回转直径

Maximum length between pedestal supp 2000 mm 


 
基架支撑间最大长度
Minimum length between pedestal supp ... 650 mm
 

 
基架支撑间最小长度
Maximum diameter ground ..................... 1370 mm 


 
最大磨削直径
Minimum diameter ground ........................ 300 mm 


  
最小磨削直径
Maximum grinding length ........................ 2000 mm 

 
最大磨削长度
Maximum weight of component ...............1500 kg 


 
最大零件重量
Centre height of component from floor.... 1625 mm 


 

从地面起零件中心高

Wheelhead ("Z" - Axis) 砂轮头架（Z轴）
Total traverse range.................................. 850 mm 


 

总行程范围

Minimum programmed speed ..........0.010 mm/min 


0.0004"/min
最小编程速度
Maximum programmed speed ..........5080 mm/min 


 

最大编程速度
Resolution (on radius) ...........................0.001 mm 

分辨率(半径方向)

2.2.1 
Grinding Wheel ("S2" - Spindle)砂轮S2轴
Grinding wheel size maximum ........760dia  

最大砂轮尺寸
Note *width to suit rotor - max..................... 60 mm 


 

注：适合转子最大宽度
Grinding wheel size (min.)- worn dia....560 mm dia 


 

Depends on tooling/rotor
最小砂轮尺寸-磨损直径取决于卡具和转子
Grinding wheel surface speed............ .........80 m/s 
             
砂轮表面速度
Grinding wheel spindle rpm ....................... 2080 rpm
砂轮主轴转速

2.2.2 
De-Burr Brush ("S4" - Axis) 去除毛刺刷 S4轴
De-burr brush size – max.....................150 mm dia 

 

去毛刺刷最大尺寸
Note *width to suit rotor – max .................... 80 mm 
 

注：适合转子最大宽度
De-burr brush spindle rpm…………… 1900 rpm (both directions)
去毛刺刷轴速度









 双向
2.3 
Angle Slide ("B" - Axis )角度滑台B轴)
Maximum angle movement ... -10 º to +90 or +200º
最大角度范围
Minimum programmable speed................... 1 º/min
最小可编程速度
Maximum programmable speed.............. 360 º/min
最大可编程速度
Resolution 分辨率........................................ 0.001º

2.4 
Table Slide ("X" - Axis)工作台滑板X轴
Total traverse range总行程范围...............2200 mm 


 
Minimum programmable speed..........0.10 mm/min 


 

最小可编程速度
Maximum programmable speed........5080 mm/min 


 

最大可编程速度
Resolution分辨率 ...............................0.001 mm or 


 

2.5 
Wheel Traverse Slide ("W" - Axis)砂轮移动滑板W轴
Total traverse range总行程范围.................450 mm 


 
Minimum programmable speed..........0.10 mm/min 


 

最小可编程速度
Maximum programmable speed........5080 mm/min 


 

最大可编程速度
Resolution分辨率 .............................. 0.001 mm  

2.6 
Work Rotation ("S1" - Axis)工件旋转S1轴
Speed range速度范围 ................. 100 to 3000 rpm

Drive power驱动功率.....................................60 kW 


 

2.7 
Aft Pedestal ("A" - Axis) (If option selected)后基架A轴（如果选用了任选）
Total traverse range总行程范围................1350 mm 

 
Minimum programmable speed..........0.20 mm/min 


 

最小可编程速度
Maximum programmable speed........5080 mm/min 


 

最大可编程速度
Resolution 分辨率.............................. 0.001 mm 

 

2.8 
Wheelhead Mounted Dresser安装于沙轮头上修整器

Dresser Infeed Slide ("U" - Axis)修整器进给滑板U轴

Total infeed range总进给范围 ...................125 mm 


 

Minimum programmable speed........0.010 mm/min 


0.0004"/min
最小可编程速度
Maximum programmable speed..........1000 mm/min 

 

最大可编程速度
Resolution分辨率 ...............................0.001 mm or 


 

2.9 
Blade Radius Measuring ("Y" - Axis) 

Metric公制  

叶片半径测量Y轴







(mm) 


 
Total infeed range总进给范围 ...................400 mm 


 

Minimum programmable speed........0.010 mm/min 


0.0004"/min
最小可编程速度
Maximum programmable speed..........1000 mm/min 

 

最大可编程速度
Resolution分辨率 ...............................0.001 mm or 


 

Gauge type:量具型号 ......................................................DAN-BTM 725

Operation Principal.......................IR Collimator / solid state light source
操作原理………………………………………………IR 瞄准仪/固态光源
Gauge Blade radius measuring range 120 to 725 mm 
 
叶片半径测量范围
Number of blades per stage...................... 1 to 160
每级叶片数量
Maximum blade face angle               +/- 22 º. at 40 mm  blade width
最大叶面角度在40 mm 叶片宽度上+/- 22 º
Maximum projected cut back angle................. 63 º.
最大投影切入后角
Measuring range测量范围 ........…......+/- 1.500 mm

Resolution 分辨率................................
0.001 mm 


   

Accuracy of positioning定位精度.....   0.0017 mm 

 

Repeatability重复定位精度.......…....  0.0016 mm         
 
Measuring modes测量模式: ..... Measuring every blade测量每个叶片


Track longest blade跟踪最长叶片


Track avg. (mean) blade跟踪平均叶片


Track median blade跟踪中央叶片

The specifications listed are for freshly ground rotors, check within one hour of setup. Some specifications are interactive. Diameter, tip, velocity and RPM for example.上述规格适用于新磨削转子，设定后一小时后检查.一些规格是交互的.比如直径,叶尖,速率和转速.

2.10 
Electric电器
Main supply主电源供应..................................380 Volts, 3 phase, 50 Hz

NC and PLC Control System Power supply .....................220 Volts A.C.
NC和PLC控制系统电源供应

Ancillary equipment辅助设备..........................220 Volts, 1 phase, 50 Hz

I/O source数据输入输出 ..............................…..................24 Volts D.C.

Machine Control System.....GE-Fanuc Series 31i CNC machine control
设备控制系统……………………………GE-Fanuc系列31i数控机床控制

2.11 
Site Requirements现场要求
2.11.1 
Floor space requirement – Approximate大约占地要求
Machine设备 .....................………………………...9030 mm x 6190 mm 

Inc. soundproof enclosure and

Accessories, incl. A/C unit.... ……………………10830 mm x 10580 mm 

(these dimensions are standard arrangement,

however, these can be modified to suit)
包括隔音罩和附件, 包括交流装置(此尺寸是标准配置,可以修改以适应要求)

Total height including sound enclosure ..……………………….4000 mm 

Including Roto-clone unit & A/C unit
总高度包括隔音罩,除尘离心装置和交流装置

Machine net weight 设备净重..........……………………….......38000 kgs 

Machine gross weight incl. accessories ...……………………53000 kgs.
设备毛重包含附件

2.11.2 
Electrical Requirements电器要求
Main Supply主电源 .............................................380V, 3 Phase, 50 Hz

Voltage Tolerance (maximum) .............................+/- 10%
最大电压误差

Maximum power requirements........................205 kW (maximum. load)
最大电力要求

Maximum current 最大电流...............................….315 A

Mains wire section in each phase ...................240mm ² (0.372 inches ²)
主电源线每相截面

Note:Main supply line must have all required magnetic, thermal and differential protections.
注：主电源线必须有需要的防磁，防热和不同的保护

2.11.3 
Pneumatic Requirements气动要求
Supply Connection Size (45 dm3/h) ................dia ¾”
供应连接尺寸

Pressure压力................................................6 bar 

Air Consumption耗气 .................................68m3/h 

2.11.4 
Water Requirements供水要求
Supply Connection Size.................................dia¾”
供水连接尺寸

Pressure压力...........................................Mains Supply主供应

2.11.5 
Drain Requirements排水要求

Direct Drain Connection/Sewer.......................dia1”
直排连接

2.11.6 
Telephone Line Requirements
- Troubleshooting Help/Maintenance communications
RJ-11Connector

